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XHO X‐360 LED Add‐On Kit 
InstallaƟon Guide 

 

X‐360 Kit Contents: 
 

PARTS 
X‐360 LED Add‐On Kit 

QTY 

XHO LED Fixture  2 – 11.125” XHOs 

2‐Way Connector  1 

In‐Line Dimmer  1 

Power Supply  1 

X‐Series Light Bracket  1 

X‐Series Short End Bracket  2 

 
Need Help? 
If you have any quesƟons before, during, or aŌer installaƟon, please visit the CONNECT page at www.ReefBrite.com and fill 
out the contact form. For faster service, please provide your phone number and a preferred Ɵme to call. 

 
Geƫng Started 

1. Ensure your light fixture(s) is/are completely unplugged from the electrical outlet and removed from the 
aquarium before starƟng. 

2. If your fixtures were recently in use, allow them to cool completely. LEDs can get hot during operaƟon and can 
cause personal injury or damage surfaces if proper care in handling is not taken. 

3. Once cool, place fixture on a secure table or work surface. 
4. It is recommended to completely remove your Kessil MounƟng Arm while installing the X‐360. 

 

IMPORTANT: Read all instrucƟons carefully before installing your X‐360 LED Add‐On Kit.  
 COMPATIBILITY NOTE: The X‐360 Kit cannot be used with Flex Arm Mounts. 

 The X‐360 system will add some weight to your lighƟng setup. Ensure your tank or mounƟng configuraƟon can 
safely support this addiƟonal weight. 

 If you are unsure about the mounƟng or aƩachment of the X‐360 system, we recommend contacƟng a licensed 
professional to avoid serious personal injury or property damage. 

 Reef Brite will not be responsible for any damages resulƟng from improperly mounted or installed kits. 
 

ELECTRICAL SAFETY NOTE: Ensure all power supplies, plugs, and outlets are located away from any area where water 
may splash or spill. Never place power strips on the floor or anywhere water may come in contact with them, as this 
poses a serious risk of fire or electric shock. 

General InstallaƟon Tips: 
 Hand‐thread first: Always carefully thread all screws by hand first to prevent cross‐threading. 

 Do not overƟghten: Tighten firmly, but do not use excessive force.
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InstallaƟon Steps 
 

1. Place the included X‐Series Light Bracket on top of your A360X so that the center bracket hole aligns with the 
threaded hole used for the Kessil Mount (Figure 1). 

 
Figure 1: X‐Series Light Bracket placed on A360X 

2. Place the Kessil Mount on top of the X‐Series Light Bracket and secure it to your A360X. 
3. Slide the two included XHO LED Fixtures through the installed X‐Series Light Bracket. 
4. Mount the two included X‐Series Short End Brackets to the XHO LED Fixtures using the M4 screws located on 

the ends of each XHO, as pictured in Figure 2. 

  
Figure 2: X‐360 LED Add‐On Kit installed on Kessil A360X and MounƟng Arm 
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5. Using the supplied 2‐Way Connector, plug in each of the two XHO LED Fixtures, making sure to insert the plugs 

unƟl you feel them lock in place. 
6. AƩach the supplied In‐Line Dimmer and LED Power Supply to the 2‐Way Connector. Place the power supply in a 

safe locaƟon away from any contact with water. 
7. Carefully reinstall the Kessil Mount to your tank, making sure everything is completely secure and Ɵghtened, 

then plug the system into a GFCI outlet, ensuring a proper drip loop is employed on all electrical cords. 
 
 

AlternaƟve Hanging OpƟon 
It is possible to suspend your X‐360 system using the opƟonal Reef Brite LED Cable Hanging Kit (sold separately). 
 

1. To install LED Cable Hanging Kit Hanger AƩachment: Loosen the screw on the hanger aƩachment and slide it 
over the hole located at the top center of each X‐Series Short End Bracket (Figure 3). Tighten to secure. 
 

 
Figure 3: LED Cable Hanging Kit hanger aƩachment installed on X‐Series Short End Bracket 

2. Verify Layout: Your completed assembly should look like Figure 4. 

 
Figure 4: X‐360 LED Add‐On Kit with LED Cable Hanging Kit mounƟng opƟon 


